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DUPT Downhole Motor

7L.Z2120X 7.0-3.8
4.72 " 7:8 Lobes 3.8 Stages
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9S8 Structure Parameters

FER R Bit Size 5-7/8 ~ 7-7/8 in
k¥t Lobes 7:8

& ¥ Stages 3.8

EE#HIE Top Connection 3-1/2 IF

T EB$08 Bottom Connection 3-1/2 REG
LR E Stator Length 4750mm 187 in
AAAELMABH 0-3°
§tzfo%§3&eﬁrﬁijrffﬁ fia(tiilizer 464mm 18.3in
ERIEEELIE®E B Bitto Bend 1379mm 54.3in
KE A Length 7182 mm 282.8in
E & Weight 471kg 1035b
& E M E 419 FBH

Zjﬂi_arﬁ%iﬂ;:r%%@ D Cardan shaft housing 127 mm 5 in
gtIEOEECEErﬁi%Ci‘E gacb;ilizer 464mm 18.3in
EQBEELEE® B Bitto Bend 1116 mm 44 in
KE A Length 7182mm 282.8in
& & Weight 448kg 986lb

4&E(ER Performance Details

HEE Flow Rate

600-1140LPM

159-301 GPM

BIEPEE Lk Rotation

0.135ev/L

0.511rev/gal

3£3%(Z2#;)Speed ( No Lord )

81-122-155 rpm

£ 15L/S TZ=HEH
Approx Press Drop@475GPM

4.2MPa

609 psi
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@ mEERR 7LZ120X 7.0-3.8
DUPT Downhole Motor 4.72 " 7:8 Lobes 3.8 Stages

B K I YEEZ Max Working Diff Press 4.6MPa 667 psi
B K T {EH%E Max Working Torque 4342N-m 3205Ft-Ibs
i H Zh = Output Power 70Kw 94HP
s EZ Stall Diff Press 6.9MPa 1000psi
N4 Stall Torque 6513N-m 4807Ft-lbs
HEF 4L E Weight On Bit 40KN 8800

& A4 E Weight On Bit , Max 60KN 13200 Ib
3L 7 B K HI H Bit Over Pull, Max 500 KN 110000 Ib
AR 8§ K HI 5 Body Over Pull,Max 860 KN 189200 Ib

IRt 14 aEfZ Theoretical Performance Curve
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Performance curve is for reference only.Actual performance may change
according to the temperature and stator/rotor fit .When the operating pressure
is above the maximum recommended differential pressure,the stator life will
reduce quickly .
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